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11-03-04

Sub: Changeover to RoHS Compliant MOX-200 and MOX-300 Resistors

Effective immediately, including open backorders, Ohmite is converting from the current
MOX-200 and MOX-300 (Mini-Mox) type resistors to RoHS Compliant versions. To
keep inventories separate, we are adding the designator “E” to the end of the part number.
Along with this change are certain visual and performance differences between the two
products. A summary of those differences are:

1) COLOR-old versions are green new versions are blue.

2) LEAD LENGTH-current is 37.5mm, new versions are 30mm (+/-3mm).

3) BODY LENGTH AND DIAMETER-new versions are slightly smaller.
A=/-0.5mm B=+/-0.5mm

NEW Length Diam.
MOX-200 6.5 2.2
MOX-300 9 3.3
CURRENT

MOX-200 7.62 2.67
MOX-300 11.05 3.68

4) MAXIMUM RESISTANCE-old versions could only go to 1000 MEG. New MOX-
200 resistors go up to 1500 MEG and MOX-300 can go as high as 2500 MEG.

5) TCR-old versions were 100ppm across the resistance range. New versions are 100ppm
up to 100 MEG. From 101 MEG - 1000 MEG we have 200ppm and above 1000 MEG
the TCR is 300ppm.

Any customer requiring qualification samples of the new versions will be supplied them
free-of-charge. Leadtimes and pricing are not affected by this change. We regret the lack
of early notification and will make our best effort to avoid these circumstances as we
convert other product families over to 100% RoHS compliance.

By the end of the week, new datasheets for these 2 products will be posted on our
website. We will also be opening up a new feature on the website, summarizing our
changeover to RoHS compliant products.

Yours truly,

Kirk D. Schwiebert
Director of Marketing

Hank Werner
Product Manager
Film and Composition Products



